
Meridia EXT Town
Meeting Clicker System

Enclosure
Compact case: rugged ABS plastic shell 

Dimensions: (L/W/H): 3.2” x 1.6” x 0.4” 

Weight: 1 oz. with batteries installed 

Sling design connection slot for lanyards 

Display
1/2”, 12-segment LCD 

Indicators: signal strength, send & receive status, battery level, vote selection and confirmation 

Technical Specification

Warranty 

3 years – system component fully 

replaced if not functioning due to a 

manufacturing defect

Receiver 

USB & Ethernet compatible

2x externally mounted antennae

Antenna coax extension points

USB AB cable or Ethernet connection

Ideal for large venues & outdoors

Power Management 

Powered by two (2) CR2032 coin-cell 

batteries in parallel operation 

Average battery life: 6-12 months or 

54,000 impressions

User Input 

6 keys. (1/A-5/E, SEND for confirmation) 

All responses are time stamped to 

the nearest .005 second 

System Communication Range

600 x 600 sq ft

RF Technology 

Fully FCC, CE and Industry Canada 

certified 

Two-way 2.4 GHz communication 

32 unique available communication 

channels

Polling speed: 100 votes in 1 second

System Includes: Meridia EXT Receiver, External Antennae, Voting Devices, Tripod Height Extension, Cabling


